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(57) ABSTRACT

A light emitting unit may include a housing having a bottom
portion parallel to an xz plane and an opened top opposite to
the bottom portion, a light emitting chip on the bottom portion
and generating light, and a lens which overlaps the opened top
of the housing. The lens may have a convex structure with
respect to the xz plane when viewed from a cross section
parallel to an Xy plane and a concave structure with respect to
the xz plane when viewed from a cross section parallel to a yz
plane.
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LIGHT EMITTING UNIT, BACKLIGHT
ASSEMBLY INCLUDING THE SAME, AND
METHOD OF MANUFACTURING THE SAME

This application claims priority to Korean Patent Applica-
tion No. 10-2011-0076934, filed on Aug. 2, 2011, and all the
benefits accruing therefrom under 35 U.S.C. §119, the
entirety of which is incorporated by reference herein.

BACKGROUND OF THE INVENTION

(1) Field of the Invention

The invention disclosed herein relates to light emitting
units, backlight assemblies including the same, and methods
of manufacturing the same and, more particularly, to light
emitting units used in display devices, backlight assemblies
including the same, and methods of manufacturing the same.

(2) Description of the Related Art

Generally, a display device may include a display panel, a
backlight unit providing light to the display panel, and a
chassis fixing the display panel and the backlight unit. The
backlight unit may include a light emitting unit generating
light, and a light guide plate guiding the light generated from
the light emitting unit to the display panel. The light emitting
unit may be generally provided in a plural number, and the
plurality of the light emitting units may provide the light to
the light guide plate. Various researches have been conducted
for improving performance of the light irradiated to the light
guide plate.

BRIEF SUMMARY OF THE INVENTION

Embodiments of the invention may provide light emitting
units with improved light performance

Embodiments of the invention may also provide backlight
assemblies including light emitting units with improved light
performance.

Embodiments of the invention may also provide methods
of manufacturing light emitting units with improved light
performance.

According to exemplary embodiments of the invention, a
light emitting unit may include: a housing including a bottom
portion parallel to an xz plane and an opened top opposite to
the bottom portion; a light emitting chip which is disposed on
the bottom portion and generates light; and a lens which
overlaps the opened top of the housing. The lens has a convex
structure with respect to the xz plane when viewed from a
cross section parallel to an xy plane and a concave structure
with respect to the xz plane when viewed from a cross section
parallel to a yz plane.

In some embodiments, the light passing through the lens
may have a first beam-spread angle in a plane parallel to the
xy plane and a second beam-spread angle in a plane parallel to
the yz plane. The second beam-spread angle is less than the
first beam-spread angle.

In other embodiments, the lens may further include a plu-
rality of convex structures, and the plurality of convex struc-
tures may be in the cross section parallel to the xy plane.

Insstill other embodiments, the first beam-spread angle may
range from about 120 degrees to about 150 degrees, and the
second beam-spread may range from about degrees 90 to
about 100 degrees.

In yet other embodiments, the housing may further include
sidewalls which protrude from edges of the bottom portion.

In yet still other embodiments, each of the sidewalls may
have a width which narrows from the bottom portion toward
a top of each of the sidewalls, and each of the sidewalls may
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have an inner wall which is inclined with respect to the bottom
portion and faces the light emitting chip.

In further embodiments, each of the sidewalls may have an
inner wall which is substantially perpendicular to the bottom
portion and faces the light emitting chip.

In still further embodiments, the housing may further
include an inner space between the sidewalls and the opened
top. The light emitting chip is in the inner space, and the lens
contacts the sidewalls and extends beyond the opened top of
the inner space of the housing.

In even further embodiments, the light emitting unit may
further include: a first electrode disposed on the bottom por-
tion; a second electrode disposed on the bottom portion and
spaced apart from the first electrode; and a connection wire
which connects the light emitting chip to each of the first and
second electrodes.

In yet further embodiments, the light emitting unit may
further include: a fluorescence portion which overlaps the
light emitting chip and the connection wire. The fluorescence
portion may change a wavelength of the light generated from
the light emitting chip.

In yet further embodiments, the light emitting unit may
further include: a fluorescence portion on a top surface of the
light emitting chip. The fluorescence portion may have a
planar area which is smaller size than that of the top surface of
the light emitting chip. The fluorescence portion may change
a wavelength of the light generated from the light emitting
chip.

In yet further embodiments, the lens may include silicon
resin.

According to exemplary embodiments of the invention, a
backlight assembly may include: a supporting unit extending
in an x-axis direction and having a plate-like shape; a plurality
of light emitting units disposed on the supporting unit and
spaced apart from each other in the x-axis direction, the
plurality of light emitting units emitting light in a y-axis
direction; and a light guide plate spaced apart from the plu-
rality of light emitting units in the y-axis direction. Each of
the light emitting units may include: a light emitting chip
disposed on the supporting unit; and a lens disposed on the
light emitting chip. The lens has a convex structure with
respect to an xz plane when viewed from a cross section
parallel to an Xy plane and a concave structure with respect to
the xz plane when viewed from a cross section parallel to a yz
plane.

In some embodiments, the light passing through the lens
may have a first beam-spread angle in a plane parallel to the
xy plane and a second beam-spread angle in a plane parallel to
the yz plane. The second beam-spread angle is less than the
first beam-spread angle.

In other embodiments, the light guide plate may include an
incident surface which faces the plurality of light emitting
units. The incident surface may have a long side direction
parallel to the x-axis direction and a thickness direction par-
allel to a z-axis direction.

In still other embodiments, the first beam-spread angle may
range from about 120 degrees to about 150 degrees, and the
second beam-spread may range from about degrees 90 to
about 100 degrees.

According to exemplary embodiments of the invention, a
method of manufacturing a light emitting unit may include:
preparing a unit structure in which a light emitting chip elec-
trically connected to first and second electrodes, and a fluo-
rescence portion, are formed; disposing the unit structure in a
molding structure; injecting a lens material compound into a
space between the molding structure and the unit structure;
and hardening the lens material compound to complete a lens.
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The lens may have a convex structure with respect to an xz
plane when viewed from a cross section parallel to an xy
plane and a concave structure with respect to the xz plane
when viewed from a cross section parallel to a yz plane.

In some embodiments, the method may further include:
removing the molding structure from the lens.

In other embodiments, the method may further include
disposing a plurality of unit structures in the molding struc-
ture.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will become more apparent in view of the
attached drawings and accompanying detailed description.

FIG. 1 is an exploded perspective view illustrating an
exemplary embodiment of a display device according to the
invention;

FIG.2is aplan view illustrating an exemplary embodiment
of a backlight assembly according to the invention;

FIG. 3 is a cross sectional view illustrating the backlight
assembly taken along line I-I of FIG. 1 according to the
invention;

FIG. 4 is an exploded perspective view illustrating an
exemplary embodiment of a light emitting unit according to
the invention;

FIG. 5 is a perspective view illustrating the light emitting
unit of FIG. 4 assembled, according to the invention;

FIG. 6 is a plan view illustrating the light emitting unit of
FIG. 5 according to the invention;

FIGS. 7 and 8 are cross sectional views illustrating the light
emitting unit taken along lines II-II' and III-1IT' of FIG. 6,
respectively, according to the invention;

FIGS. 9 and 10 are cross sectional views illustrating
another exemplary embodiment of a light emitting unit taken
along lines II-1I' and ITI-IIT' of FIG. 6, respectively, according
to the invention;

FIGS. 11 and 12 are cross sectional views illustrating still
another exemplary embodiment of a light emitting unit taken
along lines II-1I' and ITI-IIT' of FIG. 6, respectively, according
to the invention;

FIGS. 13 through 15 are cross sectional views illustrating
an exemplary embodiment of a method of manufacturing a
light emitting unit according to the invention; and

FIG. 16 is a graph showing beam-spread angles of exem-
plary embodiments of light emitting units according to the
invention.

DETAILED DESCRIPTION OF THE INVENTION

The invention will now be described more fully hereinafter
with reference to the accompanying drawings, in which
exemplary embodiments of the invention are shown. The
advantages and features of the invention and methods of
achieving them will be apparent from the following exem-
plary embodiments that will be described in more detail with
reference to the accompanying drawings. It should be noted,
however, that the invention is not limited to the following
exemplary embodiments, and may be implemented in various
forms. Accordingly, the exemplary embodiments are pro-
vided only to disclose the invention and let those skilled in the
art know the category of the invention. In the drawings,
embodiments of the invention concept are not limited to the
specific exemplary embodiments provided herein and are
exaggerated for clarity.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to limit

the invention. As used herein, the singular terms “a,” “an” and
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“the” are intended to include the plural forms as well, unless
the context clearly indicates otherwise. As used herein, the
term “and/or” includes any and all combinations of one or
more of the associated listed items. It will be understood that
when an element is referred to as being “connected” or
“coupled” to another element, it may be directly connected or
coupled to the other element or intervening elements may be
present. As used herein, connected may refer to elements
being physically and/or electrically connected to each other.

Similarly, it will be understood that when an element such
as a layer, region or substrate is referred to as being “on”
another element, it can be directly on the other element or
intervening elements may be present. In contrast, the term
“directly” means that there are no intervening elements. It
will be further understood that the terms “comprises”, “com-
prising,”, “includes” and/or “including”, when used herein,
specify the presence of stated features, integers, steps, opera-
tions, elements, and/or components, but do not preclude the
presence or addition of one or more other features, integers,
steps, operations, elements, components, and/or groups
thereof

Additionally, the embodiment in the detailed description
will be described with sectional views as ideal exemplary
views of the invention. Accordingly, shapes of the exemplary
views may be modified according to manufacturing tech-
niques and/or allowable errors. Therefore, the embodiments
of'the invention are not limited to the specific shape illustrated
in the exemplary views, but may include other shapes that
may be created according to manufacturing processes. Areas
exemplified in the drawings have general properties, and are
used to illustrate specific shapes of elements. Thus, this
should not be construed as limited to the scope of the inven-
tion.

It will be also understood that although the terms first,
second, third etc. may be used herein to describe various
elements, these elements should not be limited by these
terms. These terms are only used to distinguish one element
from another element. Thus, a first element in some embodi-
ments could be termed a second element in other embodi-
ments without departing from the teachings of the invention.

Exemplary embodiments of aspects of the invention
explained and illustrated herein include their complementary
counterparts. The same reference numerals or the same ref-
erence designators denote the same elements throughout the
specification.

Moreover, exemplary embodiments are described herein
with reference to cross-sectional illustrations and/or plane
illustrations that are idealized exemplary illustrations.
Accordingly, variations from the shapes of the illustrations as
a result, for example, of manufacturing techniques and/or
tolerances, are to be expected. Thus, exemplary embodiments
should not be construed as limited to the shapes of regions
illustrated herein but are to include deviations in shapes that
result, for example, from manufacturing. For example, an
etching region illustrated as a rectangle will, typically, have
rounded or curved features. Thus, the regions illustrated in the
figures are schematic in nature and their shapes are not
intended to illustrate the actual shape of a region of a device
and are not intended to limit the scope of exemplary embodi-
ments.

All methods described herein can be performed in a suit-
able order unless otherwise indicated herein or otherwise
clearly contradicted by context. The use of any and all
examples, or exemplary language (e.g., “such as™), is
intended merely to better illustrate the invention and does not
pose a limitation on the scope of the invention unless other-
wise claimed. No language in the specification should be
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construed as indicating any non-claimed element as essential
to the practice of the invention as used herein.

Hereinafter, embodiments of the invention will be
described with reference to drawings in more detail.

FIG. 1 is an exploded perspective view illustrating an
exemplary embodiment of a display device according to the
invention, FIG. 2 is a plan view illustrating an exemplary
embodiment of a backlight assembly according to the inven-
tion, and FIG. 3 is a cross sectional view illustrating an
exemplary embodiment of a backlight assembly according to
the invention. FIG. 2 is a top plan view of the backlight
assembly of'the display device in FIG. 1 when viewed from a
planview, and FIG. 3 is a cross sectional view taken along line
I-I' of FIG. 1.

An x-axis direction, a y-axis direction, and a z-axis direc-
tion are perpendicular to each other in the following expla-
nation. Additionally, a plane defined by the x-axis and the
y-axis is referred to as ‘a xy plane’, a plane defined by the
y-axis and z-axis is referred to as ‘an yz plane’, and a plane
defined by the x-axis and the z-axis is referred to as ‘an xz
plane’.

Referring to FIGS. 1, 2, and 3, the display device 1000 may
include a display panel 200, a backlight assembly 300, and a
fixing assembly 100. The backlight assembly 300 and the
display panel 200 may be sequentially stacked in the z-axis
direction.

The display panel 200 displays an image. The display panel
200 has a rectangular plate-like shape having a long side and
a short side. In some embodiments, the long side of the
display panel 200 may extend in the y-axis direction, and the
short side of the display panel 200 may extend in the x-axis
direction.

The display panel 200 may include a first substrate 220, a
second substrate 230 opposite to the first substrate 220, and a
liquid crystal layer (not shown) disposed between the first
substrate 220 and the second substrate 230.

The first substrate 220 may include a plurality of pixel
electrodes being arranged in matrix form, and a plurality of
thin film transistors electrically connected to the pixel elec-
trodes in one-to-one correspondence. Each of the thin film
transistors switches a driving signal applied to its correspond-
ing pixel electrode.

The second substrate 230 may include a color filter layer
which displays color, and a common electrode which is pro-
vided on the color filter layer to generate an electric field with
the pixel electrode. Since the liquid crystal layer may be
arranged by voltages applied to the pixel electrode and the
common electrode, transmittance of the light [ provided from
the backlight unit 300 may be controlled.

The display device 1000 may further include a driving chip
210. The driving chip 210 may be disposed on at least a side
of'the first substrate 220. The driving chip 210 may apply the
driving signal to a data line and a gate line. The driving chip
210 may respond to an external signal to generate the driving
signal for driving the display panel 200. The external signal
may be a signal provided from a main circuit substrate, and
the external signal may be include an image signal, various
control signals, and/or a driving voltage.

The driving chip 210 may consist of two or more chips
including a data driving chip and a gate driving chip which are
separated from each other. Alternatively, the driving chip 210
may consist of one chip into which the data driving chip and
the gate driving chip are integrated. The driving chip 210 may
be mounted on the first substrate 220 by a chip on glass
(“COG”) process.

The backlight assembly 300 provides the light L. to the
display panel 200. The backlight assembly 300 may be under
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the display panel 200. The backlight assembly 300 may
include at least one light emitting unit 330 emitting the light
L, a light guide plate 320 guiding the light [. toward the
display panel 200, optical sheets 310 improving efficiency of
the light [, and a reflection sheet 350 for changing a proceed-
ing direction of the light L.

In some embodiments, the light emitting unit 330 is pro-
vided in a plural number. The plurality of the light emitting
units 330 may be disposed on a supporting unit 340. The
supporting unit 340 may have a plate-like shape longitudi-
nally extending in the x-axis direction. The plurality of the
light emitting units 330 may be disposed on a surface of the
supporting unit 340 and be spaced apart from each other in the
x-axis direction. Additionally, the supporting unit 340 may be
spaced apart from the light guide plate 320 in the y-axis
direction. The plurality of the light emitting units 330 may be
disposed between the supporting unit 340 and the light guide
plate 320.

The plurality of the light emitting units 330 disposed on the
supporting unit 340 may emit the light L. to one surface of the
light guide plate 320. The one surface of the light guide plate
320, on which the light L generated from the plurality of the
light emitting units 330 is incident, is defined as an incident
surface 322. The light emitting unit 330 will be described in
more detail later.

The light guide plate 320 may be disposed under the dis-
play panel 200. The light guide plate 320 may include a
transparent high polymer resin. The light guide plate 320 has
a rectangular plate-like shape having a long side and a short
side. The long side of the light guide plate 320 extends in the
y-axis direction, and the short side of the light guide plate 320
extends in the x-axis direction.

In the illustrated embodiment, the backlight assembly 300
is an edge type backlight assembly. In other words, the light
emitting unit 330 of the backlight assembly 300 may provide
the light L to a sidewall of the light guide plate 320 under the
display panel 200, and the light L. may be transmitted to the
display panel 200 through the light guide plate 320.

The optical sheets 310 are provided between the light guide
320 and the display panel 200. The optical sheets 310 may
control the light L generated from the light emitting unit 330.
The optical sheets 310 may include a diffusion sheet, a prism
sheet, and a protection sheet being sequentially stacked on the
light guide plate 320. The diffusion sheet performs a function
to diffuse the light L. The prism sheet performs a function to
focus the light diffused from the diffusion sheet in a direction
perpendicular to a flat surface of the display panel 200 there-
over. The light transmitted from the prism sheet is substan-
tially vertically irradiated to the display panel 200. The pro-
tection sheet is disposed on the prism sheet. In the illustrated
embodiment, the optical sheets 310 may include one diffu-
sion sheet, one prism sheet, and one protection sheet. How-
ever, the invention is not limited thereto. In some embodi-
ments, at least one of the diffusion sheet, the prism sheet, and
the protection sheet may be provided in a plural number. In
other embodiments, one of the diffusion sheet, the prism
sheet, and the protection sheet may be omitted.

The reflection sheet 350 is disposed under the light guide
plate 320. The reflection sheet 350 reflects a leaked light,
which does notinitially proceed toward the display panel 200,
to change the path of the leaked light toward the display panel
200. As a result, the amount of the light L. provided to the
display panel 200 may be substantially increased by the
reflection sheet 350.

The fixing assembly 100 includes a top chassis 110, a mold
frame 120, and a bottom chassis 130.
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The top chassis 110 is provided on the display panel 200 at
aviewing side of the display device 1000. The top chassis 110
supports a peripheral edge of a front surface of the display
panel 200, and the top chassis 110 may cover (e.g., overlap) a
sidewall of the mold frame 120 and/or a sidewall of the
bottom chassis 130. The top chassis 110 includes a window
112 exposing a display region of the display panel 120.

The mold frame 120 is provided along an outer edge of the
display panel 200 to support the display panel 200. The mold
frame 120 has substantially a rectangular loop-like shape.
The mold frame 120 may be provided in single, but it should
not be limited thereto. That is, the mold frame 120 may be
provided in plural as required.

The bottom chassis 130 is provided below the backlight
assembly 300 to receive components of the backlight assem-
bly 300.

In the display device 100 described above, the light L
emitted from the light emitting unit 330 is provided to the
display panel 200 through the light guide plate 320 and the
optical sheets 310. The display panel 200 may transmit or
shield the light L. to display an image to a front direction (e.g.,
the viewing side) of the display panel 200.

FIG. 4 is an exploded perspective view illustrating an
exemplary embodiment of a light emitting unit according to
the invention, FIG. 5 is a perspective view illustrating the light
emitting unit of FIG. 4 assembled, according to the invention,
and FIG. 6 is a plan view illustrating the light emitting unit of
FIG. 5 according to the invention. FIGS. 7 and 8 are cross
sectional views illustrating the light emitting unit according
to the invention, FIGS. 9 and 10 are cross sectional views
illustrating another exemplary embodiment of a light emit-
ting unit according to the invention, and FIGS. 11 and 12 are
cross sectional views illustrating still another exemplary
embodiment of a light emitting unit according to the inven-
tion.

FIGS. 7, 9, and 11 are cross sectional views taken along
line II-1I' of

FIG. 6, and FIGS. 8, 10, and 12 are cross sectional views
taken along line III-IIT' of FIG. 6.

The light emitting unit 330 may include a housing 332, a
light emitting chip 334, a fluorescence portion 337, and a lens
338.

The housing 332 may have a substantially hexahedron-like
shape and may have an opened top. The housing 332 includes
a long side and a short side when viewed from the top. The
long side of the housing 332 extends in the x-axis direction,
and the short side of the housing 332 extends in the z-axis
direction. Additionally, a height direction of the housing 332
corresponds to the y-axis direction.

The housing 332 includes a bottom portion 332a and side-
walls 3325 protruded from edges of the bottom portion 332a
in the height direction. The housing 332 includes an inner
space G for receiving the light emitting chip 334 and the lens
338. A top of the inner space G is opened and exposed to
outside of the housing 332. The housing 332 may include an
insulating high polymer such as plastic. In one exemplary
embodiment, for example, the housing 332 may include a
material such as polyphthalamide (“PPA™).

The bottom portion 332a of the housing 332 may have an
opening RS_O at its center portion. The bottom portion 332«
may have a quadrilateral ring-like shape in the plan view. In
some embodiments, the bottom portion 332a includes a bot-
tom surface RS, and the bottom surface RS may be a back side
of'the bottom portion 332a. The bottom surface RS is inthe xz
plane.

A first electrode 333 and a second electrode 336 may be
disposed in the opening RS_O. The first electrode 333 may be
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inserted into one of the sidewalls 3325 of the housing 332 to
be combined with the housing 332, and the second electrode
336 may be inserted into another of the sidewalls 3326 oppo-
site to the one of the sidewalls 3325 to be combined with the
housing 332. The first electrode 333 is electrically and/or
physically separated from the second electrode 336. In some
embodiments, a planar area of the first electrode 333 may be
substantially greater than that of the second electrode 336.

According to some embodiments, the first electrode 333
includes a first portion 333a disposed in the opening RS_O of
the bottom portion 332a of the housing 332, and a second
portion 3335 inserted into the one of the sidewalls 3325 of the
housing 332. The second portion 3336 may extend from the
first portion 333a through a first step difference portion 333c¢.
The second portion 3335 may be disposed at a higher level
than the first portion 3334 with respect to the bottom surface
RS of the bottom portion 332a. The first portion 333a, the
second portion 3335 and the first step difterence portion 333¢
may collectively form a single, unitary, indivisible member.
The second electrode 336 includes a first portion 3364 dis-
posed in the opening RS_O of the bottom portion 332a of the
housing 332, and a second portion 3365 inserted into the
another of the sidewalls 3325 of the housing 332. The second
portion 3365 of the second electrode 336 may extend from the
first portion 3364 of the second electrode 336 through a
second step difference portion 336¢. The second portion 3365
of'the second electrode 336 may be disposed at a higher level
than the first portion 3364 of the second electrode 336 with
respect to the bottom surface RS of the bottom portion 332a.
The first portion 3364, the second portion 3365 and the sec-
ond step difference portion 336¢ may collectively form a
single, unitary, indivisible member. The first portions 333a
and 336a of the first and second electrodes 333 and 336 may
be substantially disposed in the same plane. The second por-
tions 3335 and 3365 of the first and second electrodes 333 and
336 may be substantially disposed in the same plane.

Referring to FIGS. 7 and 8, in some embodiments, each of
the sidewalls 3325 of the housing 332 may have a width
which becomes substantially wider toward a bottom of each
of the sidewalls 3325. That is, each of the sidewalls 3325 of
the housing 332 may have a width which becomes substan-
tially narrower toward a top of each of the sidewalls 3326. An
outer wall of each of the sidewalls 33254 of the housing 332
may be a vertical surface parallel with the y-axis direction,
and an inner wall of each of the sidewalls 3325 of the housing
332 may be an inclined surface S.

Referring to FIGS. 9 and 10, in other embodiments, each of
the sidewalls 3325 of the housing 332 may have a substan-
tially uniform width from a top thereof to a bottom thereof An
outer wall and an inner wall of each of the sidewalls 33256 of
the housing 332 may be vertical surfaces V.

The light emitting chip 334 may be a light emitting diode
which emits the light [ having a wavelength of a single color.
The light emitting chip 334 may be disposed on the first
electrode 333. The light emitting chip 334 may be electrically
connected to the first electrode 333 and the second electrode
336 by connection wires 335. The first and second electrodes
333 and 336 may be connected to an external power source
(not shown). The power source applies a voltage to drive the
light emitting chip 334.

The fluorescence portion 337 changes the wavelength of
the light L. generated from the light emitting chip 334. The
fluorescence portion 337 may be disposed to be adjacent to
the light emitting chip 334.

Referring to FIGS. 7 through 10, the fluorescence portion
337 may have a dome-like shape covering the light emitting
chip 334. Additionally, the fluorescence portion 337 may
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cover (e.g., overlap) the first portions 3334 and 3364 of the
first and second electrodes 333 and 336.

Referring to FIGS. 11 and 12, in still other embodiments,
the fluorescence portion 337 may be on a top surface of the
light emitting chip 334 to have a hexahedron structure. The
fluorescence portion 337 may have a substantially smaller
size, for example, in the x-axis and z-axis directions, than the
light emitting chip 334. Additionally, the fluorescence portion
337 may not be in contact with the first and second electrodes
333 and 336 and may only be disposed between the light
emitting chip 334 and the lens 338.

The lens 338 covers the opened top of the housing 332. The
lens 338 may include a transparent material such as silicon
resin. The lens 338 may cover the opened top of the housing
332 and may fill the inner space G of the housing 332 in which
the light emitting chip 334 is disposed.

The lens 338 according to embodiments of the invention
may have a convex structure 338a with respect to the xz plane
when viewed from a cross section parallel to the xy plane. In
some embodiments, the lens 338 may include a plurality of
convex structures 338a in the cross section parallel to the xy
plane. In the illustrated embodiment, the lens 338 may have
two convex structures 338a, but, it should not be limited
thereto. Additionally, the lens 338 may have a concave struc-
ture 3385 with respect to the xz plane when viewed from a
cross section parallel to the yz plane. In the illustrated
embodiment, the lens 338 may have one concave structure
338b, but, it should not be limited thereto.

Thelight L passing through the lens 338 may proceed in the
y-axis direction to be irradiated to the incident surface 322 of
the light guide plate 320. The light passing through the lens
338 may have a first beam-spread angle ¢1 in a plane parallel
to the Xy plane, and a second beam-spread angle ¢$2 in a plane
parallel to the yz plane. The second beam-spread angle ¢2 is
substantially less than the first beam-spread angle ¢1. The
first beam-spread angle ¢1 may have a range of about 120
degrees to about 150 degrees, and the second beam-spread
angle $2 may have a range of about 90 degrees to about 100
degrees.

Since the light L passing through the lens 338 has the first
beam-spread angle ¢1 within the range of about 120 degrees
to about 150 degrees in the plane parallel to the xy plane, it is
possible to suppress a hot spot generated at the incident sur-
face 322 of the light guide plate 320. In more detail, the
plurality of the light emitting units 330 are disposed on the
supporting unit 340 to be spaced apart from each other in the
x-axis direction, and the incident surface 322 has a long side
direction parallel to the x-axis direction. The light L. gener-
ated from each of the light emitting units 330 is irradiated to
the incident surface 322 in the y-axis direction and has the
first beam-spread angle ¢1 in the plane parallel to the xy
plane. As illustrated in FIG. 2, since the lights . generated
from each of the light emitting units 330 has the first beam-
spread angle ¢1 being sufficiently widened in the plane par-
allel to the xy plane, an end of the light L irradiated from one
of'the light emitting units 330 to the incident surface 322 may
be in contact with or overlap with an end of the light L
irradiated from another light emitting unit 330 adjacent to the
one of the light emitting units 330 to the incident surface 322.
Thus, it is possible to suppress generation of a portion (i.e. the
hot spot) of the incident surface 322 which is not irradiated by
the light L.

Additionally, since the light I passing through the lens 338
has the second beam-spread angle ¢2 within the range of
about 90 degrees to about 100 degrees in the plane parallel to
the yz plane, it is possible to minimize the loss of the light L.
irradiated to the incident surface 322 of the light guide plate
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320. Thus, the amount of the light L. irradiated to the incident
surface 322 may increase. In more detail, the incident surface
322 has a thickness direction parallel to the z-axis direction.
The light [. generated from the light emitting unit 330 is
irradiated to the incident surface 322 in the y-axis direction,
and has the second beam-spread angle ¢2 in the plane parallel
to the yz plane. As illustrated in FIG. 3, since the light emit-
ting unit 330 emits the light [ having the second beam-spread
angle ¢2 in the plane parallel to the yz plane, the light L. is
irradiated to the incident surface 322 in a width being sub-
stantially equal to or less than the thickness of the incident
surface 322. As a result, it is possible to minimize the loss of
the light L irradiated to the incident surface 322 of the light
guide plate 320. Thus, the amount of the light L. irradiated to
the incident surface 322 may increase.

FIGS. 13 through 15 are cross sectional views illustrating
an exemplary embodiment of a method of manufacturing a
light emitting unit according to the invention.

Referring to FIG. 13, a unit structure, in which a light
emitting chip electrically connected to first and second elec-
trodes 333 and 336, and a fluorescence portion 337 are
formed, may be disposed in a molding structure 2000.

In some embodiments, the light emitting chip 334 may be
disposed on the first electrode 333, and be electrically con-
nected to the first electrode 333 and the second electrode 336
by connection wires 335. The fluorescence portion 337 may
be formed on the light emitting chip 334 which is electrically
connected to the first electrode 333 and the second electrode
336 by connection wires 335. In the illustrated embodiment,
the fluorescence portion 337 may have a dome-like shape
partially covering the first and second electrodes 333 and 336.
However, the invention is not limited to the dome-like shape
of the fluorescence portion 337.

The molding structure 2000 may include a lower molding
portion M1 corresponding to a back side of the first and
second electrodes 333 and 336, and an upper molding portion
M2 separated from the lower molding portion M1. In some
embodiments, the upper molding portion M2 may have a
concave region corresponding to the convex structure 3384 of
the lens 338 in FIGS. 4 through 12 when viewed from a cross
section parallel to the xy plane. Additionally, the uppermost
molding portion M2 may also have a convex region corre-
sponding to the concave structure 3385 of the lens 338 when
viewed from a cross section parallel to the yz plane. In other
words, the upper molding portion M2 may have a molding
space corresponding to the shape of the lens 338.

In some embodiments, the unit structure including the first
electrode 333, the second electrode 336, the light emitting
chip 334, and the fluorescence portion 337 may be provided
in a plural number. The plurality of the unit structures may be
connected to each other in a horizontal direction and may be
disposed in the molding structure 2000.

Referring to FIG. 14, a compound material for the lens 338
may be injected into the molding structure 2000.

In some embodiments, the compound material for the lens
may include a transparent material such as silicon resin. The
injected compound for the lens completely fills a space (e.g.
the molding space) between the molding structure 2000 and
the fluorescence portion 337. Thus, the lens 338 correspond-
ing to the structure (e.g. the molding space) of the upper
molding portion M2 of the molding structure 2000 may be
formed.

Since the lens 338 is formed by a transfer molding method
described with reference to FIGS. 13 and 14, the shape of the
lens 338 is determined according to the structure of the mold-
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ing structure 2000. Thus, the lens 338 may be formed without
an additional etching process and/or an additional deposition
process.

Referring to FIG. 15, the injected compound for the lens
may be hardened to complete the lens 338, and the molding
structure 2000 may be removed from the light emitting unit
330.

In some embodiments, when the plurality of the unit struc-
tures are connected to each other, a process cutting the unit
structures may further be performed.

Thus, the light emitting unit 330 including the first elec-
trode 333, the second electrode 336, the light emitting chip
334, the fluorescence portion 337, and the lens 338 may be
completed. The structure of the lens 338 according to
embodiments may be easily realized by simply changing the
structure of the upper molding portion M2 of the molding
structure 2000. As a result, the light emitting unit 330 with
improved performance of the light L. may be easily manufac-
tured in low cost.

FIG. 16 is a graph showing beam-spread angles of exem-
plary embodiments of light emitting units according to the
invention.

The light emitting unit 330 including the housing 332, the
light emitting chip 334, and the lens 338 was manufactured as
substantially illustrated in FIGS. 7 and 8. The lens 338 was
formed to have the convex structure 338a with respect to the
xz plane when viewed from a cross section parallel to the xy
plane, and the concave structure 3385 with respect to the xz
plane when viewed from a cross section parallel to the yz
plane.

Referring to FIG. 16, it was confirmed that the light passing
through the lens 338 had the first beam-spread angle ¢1 of the
range of about 120 degrees to about 150 degrees in the plane
parallel to the Xy plane, and the second beam-spread angle ¢2
of the range of about 90 degrees to about 100 degrees in the
plane parallel to the yz plane.

Since the light passing through the lens 338 has the first
beam-spread angle ¢1 in the plane parallel to the xy plane,
when the plurality of the light emitting units 330 are spaced
apart from each other in the x-axis direction, it is possible to
suppress generation of the hot spot.

Additionally, since the light passing through the lens 338
has the second beam-spread angle ¢2 in the plane parallel to
the yz plane, it is possible to increase the amount of the light
irradiated to the light guide plate 320 which is disposed to be
spaced apart from the light emitting unit 330 in the y-axis
direction.

According to embodiments of the invention, it is possible
to realize the lens irradiating the light having beam-spread
angles different from each other depending on directions.
Thus, light performance of the light emitting unit including
the lens can be improved.

The backlight assembly including the light emitting unit
may provide the light having beam-spread angles different
from each other depending on directions to the light guide
plate by the light emitting unit. Thus, it is possible to increase
the amount of the light irradiated to the light guide plate
and/or it is possible to suppress the hot spot by widening the
beam-spread angles of the light emitting units.

While the invention has been described with reference to
exemplary embodiments, it will be apparent to those skilled
in the art that various changes and modifications may be made
without departing from the spirit and scope of the invention.
Therefore, it should be understood that the above embodi-
ments are not limiting, but illustrative. Thus, the scope of the
invention is to be determined by the broadest permissible
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interpretation of the following claims and their equivalents,
and shall not be restricted or limited by the foregoing descrip-
tion.

What is claimed is:

1. A light emitting unit comprising:

a housing including a bottom portion parallel to an xz

plane, an opened top opposite to the bottom portion, and

a singular opening defined in the bottom portion;

a light emitting chip which is on the bottom portion and

generates light;

a first electrode and a second electrode on the bottom

portion and spaced apart from each other; and

a lens which overlaps the opened top of the housing,

wherein the lens includes:

a convex structure with respect to the xz plane when
viewed from a cross section parallel to an xy plane,
and

a concave structure with respect to the xz plane when
viewed from a cross section parallel to a yz plane,

X, y and z being directions perpendicular to each other,
respectively,

wherein the singular opening defined in the bottom portion

of the housing exposes a lower surface of both the first

and second electrodes.

2. The light emitting unit of claim 1,

wherein the light passing through the lens has a first beam-

spread angle in a plane parallel to the xy plane, and a

second beam-spread angle in a plane parallel to the yz

plane; and

wherein the second beam-spread angle is less than the first

beam-spread angle.

3. The light emitting unit of claim 2, wherein

the lens further includes a plurality of convex structures,

and

the plurality of convex structures is in the cross section

parallel to the xy plane.

4. The light emitting unit of claim 2,

wherein the first beam-spread angle ranges from about 120

degrees to about 150 degrees; and

wherein the second beam-spread ranges from about

degrees 90 to about 100 degrees.

5. The light emitting unit of claim 1, wherein the housing
further includes sidewalls which protrude from edges of the
bottom portion.

6. The light emitting unit of claim 5,

wherein each of the sidewalls has a width which narrows

from the bottom portion toward a top of each of the

sidewalls; and

wherein each of the sidewalls has an inner wall which is

inclined with respect to the bottom portion and faces the

light emitting chip.

7. The light emitting unit of claim 5, wherein each of the
sidewalls has an inner wall which is substantially perpendicu-
lar to the bottom portion and faces the light emitting chip.

8. The light emitting unit of claim 1, wherein

the housing further includes sidewalls which protrude from

edges of the bottom portion, and an inner space between

the sidewalls and the opened top,

the light emitting chip is in the inner space, and

the lens contacts the sidewalls and extends beyond the

opened top of the inner space of the housing.

9. The light emitting unit of claim 1, further comprising:

a connection wire which connects the light emitting chip to

each of the first and second electrodes.

10. The light emitting unit of claim 9, further comprising:

a fluorescence portion which overlaps the light emitting

chip and the connection wire,
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wherein the fluorescence portion changes a wavelength of
the light generated from the light emitting chip.

11. The light emitting unit of claim 1, further comprising:

afluorescence portion on a top surface of the light emitting
chip,

wherein the fluorescence portion has a planar area smaller
than that of the top surface of the light emitting chip; and

wherein the fluorescence portion changes a wavelength of
the light generated from the light emitting chip.

12. The light emitting unit of claim 1, wherein the lens

includes silicon resin.

13. A backlight assembly comprising:

a supporting unit extending in an x-axis direction and hav-
ing a plate-like shape;

aplurality of light emitting units on the supporting unit and
spaced apart from each other in the x-axis direction,
wherein the plurality of light emitting units generates
light and emits the light in a y-axis direction; and

a light guide plate which is spaced apart from the plurality
of light emitting units in the y-axis direction,

wherein each of the light emitting units comprises:

a housing including:
a bottom portion parallel to an xz plane, in which a

singular opening is defined,
sidewalls which protrude from edges of the bottom por-
tion, and

an inner space defined between the sidewalls,

afirst electrode and a second electrode which each overlap
the bottom portion of the housing, the first and second
electrodes spaced apart from each other, wherein the
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singular opening defined in the bottom portion of the

housing exposes a lower surface of the first and second

electrodes,
a light emitting chip on the supporting unit; and
a lens on the light emitting chip, the lens including:

a plurality of convex structures each disposed within the
inner space defined between the sidewalls with
respect to the xz plane when viewed from a cross
section parallel to an xy plane, and

a concave structure with respect to the xz plane when
viewed from a cross section parallel to a yz plane,

X, y and z being directions perpendicular to each other,
respectively.

14. The backlight assembly of claim 13,
wherein the light passing through the lens has a first beam-

spread angle in a plane parallel to the xy plane, and a

second beam-spread angle in a plane parallel to the yz

plane; and

wherein the second beam-spread angle is less than the first
beam-spread angle.

15. The backlight assembly of claim 14,

wherein the light guide plate includes an incident surface
which faces the plurality of light emitting units; and

wherein the incident surface has a long side direction par-
allel to the x-axis direction and a thickness direction
parallel to a z-axis direction.

16. The backlight assembly of claim 14,

wherein the first beam-spread angle ranges from about 120
degrees to about 150 degrees; and

wherein the second beam-spread ranges from about
degrees 90 to about 100 degrees.
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